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 • Made of stainless steel

 • High accuracy, easy to install

 • Affordable replacement of original tension  

links to gain overload protection

 • Customized size and shape possible, IP67 

protection

 • Used for various kinds of crane and hook 
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Connector M12*1-4P

Specifications /Technique

 Rated output
4...20mA ( /three wires)
0...10V ( /Option)

 Zero balance ± 1% F.S.
 Non-linearity ±0.5% F.S.
 Hysteresis ±0.2% F.S.
 Repeatability ±0.1% F.S.

30  Creep(30min) ±0.05% F.S.
 Temp. effect on output ±0.05% F.S. / 10
 Temp. effect on zero ±0.05% F.S. / 10

 Insulation 5000M
 Recommended excitation 24VDC
 Maximum excitation 32VDC

 Compensated temp. range -10...40
 Operation temp. range -20...80 
 Safe overload 120% F.S.
 Ultimate overload 150% F.S.

 Protection class IP67
Burden for current output 

< (UB–10 V)/0.024 A 
for voltage output 

/ Capacity (t) / Material
0.1~200  / Stainless steel

  
Note Dimensions acc customer requirement.

/ Customized Force Sensor - Side pressure sensor

/ Size and Capacity

Burden impedance (Ub-10V)/0.02A
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