
Tension and compression application
Installation of upper and lower flanges
Low height, compact structure
Stainless steel materials are suitable for 
various harsh environments
Suitable for tension and compression 
situations of various pressure-holding e
quipment, riveting machine, welding 
machine, film-sticking machine, etc.

  Specifications  /Technique
  Rated Output  2.0 ±0.2mV/V
  Zero Balance  ±2% F.S.

  Non-linearity  ±0.1% F.S.
  Hysteresis  ±0.1% F.S.
  Repeatability  ±0.1% F.S.
  Creep(30min)  ±0.05% F.S.

  Temp. Effect On Output  ±0.5 % F.S. /10
  Temp Effect On Zero  ±0.5 % F.S. /10
  Insulation
  Recommended Excitation  5...10VDC

 Maximun excitation  15VDC
  Operation Temp Range  -20...80
  Safe Overload  150 % F.S.
  Protection Class  IP54

  Cable Size

  Cable color code

 Input:Red(+)    Black(-);
 Output:Green(+) White(-);
 +     -
 +     -

 Ø 3 x 3000mm
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 Capacity N  /Meterial  /Weight

 100/200/500/1000/2000/5000  /Stainless steel   0.2kg

F2873
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/ Tension and Compression Load Cell

/ Size and Capacity


